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The Quality is Transparent

   EN 14492-1

❏❏ TOUGH
The special aluminium  alloy bronze gear match to an hardened 
steel ground polished worm

❏❏ LOW MOUNTING
Its particular design,  make it proper for front end or rear                   
vehicles mounting

❏❏ LIGHT AND STRONG
Body manufactured from hardened special  aluminium castings, 
reducing weight and increasing strength 
Powder coat finished 

❏❏ BRAKE  
Worm gear provides load reversing protection

1.	 MOUNTING ANGLES
Standard mounting angles.

2.	 MANUAL CLUTCH
Manual clutch for drum free spooling.

3.	 HEAVY-DUTY ROLLER FAIRLEAD
Zinc plated Heavy-duty roller fairlead

4.	 CABLE TENSIONER 
Zinc plated Cable tensioner

5.	 HYDRAULIC MOTOR
Orbital hydraulic motor 

6.	 GEAR REDUCTION                                      
A special aluminium alloy bronze gear match to an               
hardened steel ground polished worm in hardened             
special  aluminium castings.

7.	 MAIN SHAFT                                              
Hardened steel main shaft.

MODEL PULLING CAPACITY

RNH 4400 4.400 Kgs. (9.700 Lbs.)

RSH 4500 4.500 Kgs. (10.000 Lbs.)

RCH 4500 4.500 Kgs. (10.000 Lbs.)

RSH 5250 5.250 Kgs. (11.574 Lbs.)

RCH 5250 5.250 Kgs. (11.574 Lbs.)
 

❏❏ DRUM SIZE AVAILABLE
Length: 295,5 mm (11.6 inch) for RNH RSH - RCH
drum flange diameter:200 mm (7,9 inch) for RNH
drum flange diameter:267,5 mm (10,5 inch) for RSH - RCH

❏❏ TOTALLY OIL COOLED 
Worm and gear in oil bath, give best performance and                
extending parts life

ACCESSORIES :
❏❏ Zinc plated Standard or Heavy-duty roller fairlead
❏❏ Zinc plated Cable tensioner
❏❏ Air clutch shifter - drum free spooling
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8.	 DRUM
Dual rope anchor point based on Vime’s own design in 
compliance with CE Directive Machinery to prevent rope 
release.

9.	 AIR CLUTCH
Dual action air-cylinder with aluminum body based on 
Vime’s own design. Chromium plated out put shaft is 
visible when drum is in the disengaged position.
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             RH WORM GEAR WINCHES

Models RH are hydraulic worm gear winches. Designed for              
extend life and gives best safety duty. These winches are built   
according with higher safety standards in compliance with                 
Directive Machinery 2006/24/CE EN 14492-1. The special 
aluminium alloy bronze gear match to an hardened steel ground 
polished worm.  Worm gear provides load reversing protection. 
Can be mounted on tow-trucks and for medium-heavy duty truck 
carrier applications.

HYDRAULIC WORM GEAR WINCHES

             FEATURES

WINCHES RANGE              COMPONENTS
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PRESSURE
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WIRE ROPE 
SIZE

WIRE ROPE
CAPACITY

MAX. WIRE ROPE               
CAPACITY EN 14492-1

MAX. WIRE                                      
ROPE CAPAC. ** DESCRIPTION WEIGHT

LBS KGS PSI BAR FT/MIN MT/MIN INCH MM FT MT FT MT FT MT WINCH (without wire rope) 112,44 lbs 51 kgs

9.700 4.400 29:1 2,030 140 16,1 4,9 - 10 98,4 30 157,5 48 210,0 64 ACCESSORY: ROLLER FAIRLEAD 21,16 lbs 9,6 kgs

- - - - - - - - - - - - - - - ACCESSORY: CABLE TENSIONER 4,85 lbs 2,2 kgs

 Hydraulic Motor...................................................................................................................(7,6 cu in)...125 cc
 Max. oil flow............................................................................................................(15,85 GPM)...60 Lt./Min.
Air clutch working pressure..........................................Min...(87 Psi)...6 Bar.....................Max...(145 Psi)...10 Bar 
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EN 14492-1 EN 14492-1

HYDRAULIC WORM GEAR WINCHES

RNH winches are equipped with manual clutch shifter.
Clutch allows the operator to manually disengage the spooling drum 
from the gear train, enabling the drum to rotate freely (freespooling).
Engaging the clutch, it locks the winch drum back onto the gear train.
Air clutch shifter is considered such an optional accessory.

MANUAL CLUTCH VERSION
On request at the order, RNH winches can be equipped with Air                      
clutch shifter. An air cylinder allows to pneumatically disengage the 
spooling drum from the gear train, enabling the drum to rotate freely 
(freespooling). 
The pneumatic system works if air system is available on vehicle only.

AIR CLUTCH VERSION

Dimensions are :
Inch

Millimeters           DIMENSIONAL DATA Dimensions are :
Inch

Millimeters            DIMENSIONAL DATA

WARNING
Do not use winch to lift support or transport personnel.

NOTE: Specifications are subject to change without notification and without incurring obligation.                          
Specifications in this publication are theoretical and may vary depending on hydraulic system, environment,etc. 

NOTE: Wire rope size must be respected. Recommended wire rope min.tensile strength 2160 N/mm2.
Wire rope minimum breaking load must be at least double of winch max. pulling capacity.
Max.wire rope capacity according with EN 14492-1.

            TECHNICAL DATA ** Max wire rope capacity corresponding to the full drum condition.
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MAX. WIRE ROPE               
CAPACITY EN 14492-1

MAX. WIRE                                      
ROPE CAPAC. ** DESCRIPTION WEIGHT

LBS KGS PSI BAR FT/MIN MT/MIN INCH MM FT MT FT MT FT MT WINCH (without wire rope) 132,28 lbs 60 kgs

10.000 4.500 29:1 2,176 150 17,4 5,3 - 11 98,4 30 265,7 81 403,5 123 ACCESSORY: ROLLER FAIRLEAD 21,16 lbs 9,6 kgs

11.574 5.250 29:1 2,030 140 14,1 4,3 - 11 98,4 30 265,7 81 403,5 123 ACCESSORY: CABLE TENSIONER 4,85 lbs 2,2 kgs

 Hydraulic Motor.................................................RSH 4500...(7,6 cu in)...125 cc...RSH 5250...(9,8 cu in)...160 cc
 Hydraulic Motor........................................................................................................(15,85 GPM)...60 Lt./Min.
Air clutch working pressure..........................................Min...(87 Psi)...6 Bar.....................Max...(145 Psi)...10 Bar 
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HYDRAULIC WORM GEAR WINCHES

RSHwinches are equipped with manual clutch shifter.
Clutch allows the operator to manually disengage the spooling drum 
from the gear train, enabling the drum to rotate freely (freespooling).
Engaging the clutch, it locks the winch drum back onto the gear train.
Air clutch shifter is considered such an optional accessory.

MANUAL CLUTCH VERSION
On request at the order, RSH winches can be equipped with Air                      
clutch shifter. An air cylinder allows to pneumatically disengage the 
spooling drum from the gear train, enabling the drum to rotate freely 
(freespooling). 
The pneumatic system works if air system is available on vehicle only.

AIR CLUTCH VERSION

Dimensions are :
Inch

Millimeters           DIMENSIONAL DATA Dimensions are :
Inch

Millimeters            DIMENSIONAL DATA

WARNING
Do not use winch to lift support or transport personnel.

NOTE: Specifications are subject to change without notification and without incurring obligation.                          
Specifications in this publication are theoretical and may vary depending on hydraulic system, environment,etc. 

NOTE: Wire rope size must be respected. Recommended wire rope min.tensile strength 2160 N/mm2.
Wire rope minimum breaking load must be at least double of winch max. pulling capacity.
Max.wire rope capacity according with EN 14492-1.

            TECHNICAL DATA ** Max wire rope capacity corresponding to the full drum condition.
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SIZE
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CAPACITY

MAX. WIRE ROPE               
CAPACITY EN 14492-1

MAX. WIRE                                      
ROPE CAPAC. ** DESCRIPTION WEIGHT

LBS KGS PSI BAR FT/MIN MT/MIN INCH MM FT MT FT MT FT MT WINCH (without wire rope) 132,28 lbs 60 kgs

10.000 4.500 29:1 1,885 130 14,1 4,3 - 11 98,4 30 265,7 81 403,5 123 ACCESSORY: ROLLER FAIRLEAD 21,16 lbs 9,6 kgs

11.574  5.250 29:1 2,321 160 14,1 4,3 - 11 98,4 30 265,7 81 403,5 123 ACCESSORY: CABLE TENSIONER 4,85 lbs 2,2 kgs

 Hydraulic Motor....................................................................................................................(9,8 cu in)...160 cc
 Hydraulic Motor........................................................................................................(15,85 GPM)...60 Lt./Min.
Air clutch working pressure..........................................Min...(87 Psi)...6 Bar.....................Max...(145 Psi)...10 Bar 

 

4
The Quality is Transparent

E(X)

57
2,2

404
15,9

57
2,2

582
22,9

81 -3
+3

3,2 -0,12
+0,12

202
8,0

735
28,9

72 -3
+3

2,8 -0,12
+0,12

84
3,3

124
4,9

208
8,2

102
4,0

267,5
10,5

295,5
[11,6]

E(Y)

272
10,7

299
11,8

70,
3

400
15,7 75

3,0

471,
9

186
7,3

186
7,3

132
5,2

222
8,7

165
MAX

6,5

315
MAX

12,4

512
[20,2]

   

57
2,2

404
15,9

57
2,2

581
22,9

82 -3
+3

3,2 -0,12
+0,12

735
28,972 -3

+3
2,8 -0,12

+0,12

84
3,3

124
4,9

208
8,2

54
2,1

202
8,0

7  E(X)
0,3

27 E(Y)
1,1

102
4,0

268
10,5

295,5
[11,6]

E(Y)

E(X)

272
10,7

299
11,8

70,
3

75
3,0

471,
9

186
7,3

186
7,3

222
8,7

165
MAX

6,5

315
MAX

12,4

512
[20,2]

EN 14492-1 EN 14492-1
    

HYDRAULIC WORM GEAR WINCHES

RCH winches are equipped with manual clutch shifter.
Clutch allows the operator to manually disengage the spooling drum 
from the gear train, enabling the drum to rotate freely (freespooling).
Engaging the clutch, it locks the winch drum back onto the gear train.
Air clutch shifter is considered such an optional accessory.

MANUAL CLUTCH VERSION
On request at the order, RCH winches can be equipped with Air                      
clutch shifter. An air cylinder allows to pneumatically disengage the 
spooling drum from the gear train, enabling the drum to rotate freely 
(freespooling). 
The pneumatic system works if air system is available on vehicle only.

AIR CLUTCH VERSION

Dimensions are :
Inch

Millimeters           DIMENSIONAL DATA Dimensions are :
Inch

Millimeters            DIMENSIONAL DATA

WARNING
Do not use winch to lift support or transport personnel.

NOTE: Specifications are subject to change without notification and without incurring obligation.                          
Specifications in this publication are theoretical and may vary depending on hydraulic system, environment,etc. 

NOTE: Wire rope size must be respected. Recommended wire rope min.tensile strength 2160 N/mm2.
Wire rope minimum breaking load must be at least double of winch max. pulling capacity.
Max.wire rope capacity according with EN 14492-1.

            TECHNICAL DATA ** Max wire rope capacity corresponding to the full drum condition.


